Maximize Power To Run Smoother.

MPI Output Harnesses

MPI offers Output
Harnesses in seven sizes
to meet connection
requirements for all
industrial gas engine
applications.

Features:

e 8and 16 cylinder harnesses available,

shielded and unshielded

e 41t to 50 ft. lengths, additional wire,
if needed

e (Class M certified

Benefits: >

e Heavy-duty design for long life
e Reliable output monitoring

e |ntegral MPI packages
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> MPI OUtPUt Harnessses Maximize Power To Run Smoother.

72700032 200501-4 HARNESS, SHIELDED, 4', 16 CYLINDER, 90 DEG W/15’ ADDL WIRE
72700033 200501-7 HARNESS, SHIELDED, 7', 16 CYLINDER, 90 DEG W/15’ ADDL WIRE
72700035 200503-7 HARNESS, SHIELDED, 7', 8 CYLINDER, 90 DEG W/15’ ADDL WIRE
72700043 200505-30 HARNESS, UNSHIELDED, 30', 16 CYLINDER, 90 DEG
72700159 200505-50 HARNESS, UNSHIELDED, 50', 16 CYLINDER, 90 DEG
72700157 200509-30 HARNESS, UNSHIELDED, 30, 8 CYLINDER, 90 DEG
72700158 200509-50 HARNESS, UNSHIELDED, 50', 8 GYLINDER, 90 DEG
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Specifications and performance
data subject to change without
notice. Certified specifications and

performance data available upon
MPI-041118  Printed in USA request.




